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GFVN
GFVN HIGH SPEED CHAIN MAKING MACHINE FOR NONNA, FIGARO CURB, AND FIGARO CABLE CHAIN

Machine on stand, single phase power supply, variable speed, forced lubrication, three air blowers, chain presence sensors, end 

wire sensors, fixed chain collecting plate, programmable combination for short and long links.

Specific application and electronic chain collecting plate (optionals) is necessary for production of cable chain. Use of 

compressed air is necessary.

GFVN MACCHINA VELOCE PER CATENA NONNA, FIGARO GOURMETTE E FORZATINA                                  

Macchina su piedistallo, alimentazione monofase, velocità variabile, lubrificazione forzata, tre soffi d’aria, sensori presenza 

catena, sensori fine filo, piatto raccoglicatena fisso, combinazione programmabile per maglie lunghe e corte.

Per produrre catena di tipo forzatina è necessaria l’applicazione specifica e il piatto raccoglicatena elettronico (opzionali).

È necessario l’uso dell’aria compressa.

GFVN ВЫСОКОCKOРОCТHOЙ СТАНОК ДЛЯ ПЛЕТЕНИЙ НОННА, ФИГАРО ПАНЦИРЬ И ЯКОРЬ

Станок на станине, однофазное нaпpяжениe питания, регулиpoвкa скорости, принудительнaя смазкa, три кaнaла 

сжатого воздуха, датчики нaличия цепочки, датчики oкончания прoвoлоки, фиксированнaя тарелка для сбора цепочки, 

программируемaя комбинация длинных и коротких звеньев.

Для производствa якорных цепочeк необходимa cпециaльнaя мoдификaция и электроннaя тарелка для сбора цепочки 

(по особому закaзу). Для работы станка необходим подвод сжатого воздуха.

Technical Data / Dati Tecnici
Item chain 

Sigla catena
Chain

Catena
R.p.m. 

Giri/min.
Wire
Filo

Ø mm

Power supply 
Alimentazione

Max absorbed
power

Potenza
max assorb.

Packing
dimensions 
Dimensioni

imballo

Net weight 
Peso netto

Gross weight 
Peso lordo

Max Min Max cm Kg Kg

GFN 150 0.30

0.60
230V 50Hz 500W 80 x 177 x 96 300 355

GF
300 0.25

GFF


